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PRODUCT
Hoshizaki 97000941 RT-126MA-A-ML 231L 2 Door Underbench Pillarless Fridge

Model / SKU: 97000941
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DOCUMENT NOTICE

The supplier document begins on the next page. KW contact branding is added in a separate
footer area and does not replace the supplier’s instructions, specifications or warranty terms.

Official supplier source: /media/products/82200/documents/spec_sheet-4.pdf



HOSHIZAKI ‘ HR-147-GN Gastronorm
Fridge 2 Door

PRODUCT FEATURES

Model Number
97000194

* Stainless steel interior and exterior.

* 4 x2/1GN adjustable shelves with S/S runners per door. (Total 8 Shelves)
* Lockable Full-Length Door

* Programmable Digital controller and display.

* 2 years parts and labour warranty.

* Comes standard with 4 x lockable castors.

* Optional Adjustable legs 150 - 180mm (Sold separately).

 Additional Shelves 610mm x 540mm & runners (Sold separately)

PRODUCT SPECIFICATION

Stainless steel, Galvanized Steel

Exterior
Powder Coated Rear/Bottom
= Interior Stainless Steel
Storage Capacity Litres 1365L
1400mm (W) x 881mm (D) x 2024mm (H)

Outside Dimensions

(Height Includes Castor)

Inside Dimensions 1296mm (W) x 700mm (D) x 1505mm (H)
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-
a il T «  The refrigerator/freezer should not be located next to ovens, grills or other high heat producing equipment. *
Do not expose the unit to direct sunlight or higher temperatures. *
Allow at least 120 cm clearance at the front of the unit for smooth door operation. Also allow at least 30cm
clearance from the ceiling to the top of the unit for proper air circulation. *
*  *Refer to manual for full installation & maintenance requirements
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